
1. THESE PLANS ARE SUBJECT TO THE INTERPRETATION OF INTENT BY THE ENGINEER.  ALL QUESTIONS REGARDING
THESE PLANS SHALL BE PRESENTED TO THE ENGINEER.  ANYONE WHO TAKES UPON HIMSELF THE INTERPRETATION
OF THE DRAWINGS OR MAKES REVISIONS TO THEM WITHOUT CONFERRING WITH THE DESIGN ENGINEER SHALL BE
RESPONSIBLE FOR THE CONSEQUENCES THEREOF.

2. THE PLANS PREPARED FOR THIS PROJECT PRESENT A DESCRIPTION OF THE WORK TO BE ACCOMPLISHED. THE
CONTRACTOR SHALL VISIT THE PROJECT SITE AND DETERMINE, FROM HIS OWN INSPECTION, THE CONDITIONS
UNDER WHICH IT IS TO BE PERFORMED. THE CONTRACTOR, BY MAKING HIS BID, REPRESENTS THAT HE HAS VISITED
THE SITE AND FAMILIARIZED HIMSELF WITH LOCAL CONDITIONS, THE TYPE OF WORK TO BE PERFORMED,

EVALUATED THE DIFFICULTY OF PERFORMING THE REQUIRED TASKS, AND THE LABOR, EQUIPMENT AND MATERIAL
THAT ARE REQUIRED TO PROVIDE A COMPLETE PROJECT.

3. THE CONTRACTOR SHALL VERIFY WITH THE DESIGN ENGINEER THAT HE HAS THE MOST CURRENT SET OF
CONSTRUCTION PLANS PRIOR TO COMMENCEMENT OF CONSTRUCTION AND MUST KEEP THE APPROVED SET OF
PLANS ON-SITE FROM START OF CONSTRUCTION TO PROJECT COMPLETION.  ANY CONSTRUCTION OR

INSTALLATION BASED ON OUT-OF-DATE PLANS SHALL BE SUBJECT TO REMOVAL AND REPLACEMENT AT THE
CONTRACTOR'S EXPENSE.

4. QUANTITIES LISTED ON THESE PLANS ARE ESTIMATES ONLY.  THE CONTRACTOR SHALL VERIFY ALL QUANTITIES
BEFORE SUBMITTING A BID FOR THIS WORK.

5. UNLESS NOTED OTHERWISE, THIS PROJECT WAS DESIGNED IN AN EFFORT TO BALANCE THE EARTHWORK AS MUCH
AS POSSIBLE. ANY EARTHWORK VOLUMES SHOWN ON THESE PLANS ARE FOR INFORMATION ONLY AND SHALL NOT
BE USED FOR BIDDING PURPOSES. THE CONTRACTOR'S BID SHALL INCLUDE ALL COSTS ASSOCIATED WITH
IMPORTING AND PLACING MATERIAL OR STOCKPILING, HAULING AND DISPOSING OF EXCESS MATERIAL IN
ACCORDANCE WITH THEIR CALCULATIONS AND DETERMINATION.

6. A THOROUGH ATTEMPT HAS BEEN MADE TO SHOW THE LOCATIONS OF ALL UNDERGROUND OBSTRUCTIONS AND
UTILITY LINES IN THE WORK AREA;  HOWEVER, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO
OBSTRUCTIONS AND UTILITY LINES ENCOUNTERED DURING CONSTRUCTION AND SHALL DETERMINE THE EXACT
LOCATION OF SAID UTILITIES IN ADVANCE OF TRENCHING. THE ENGINEER WILL NOT GUARANTEE ANY ELEVATIONS

OR LOCATIONS OF EXISTING UNDER-GROUND UTILITIES SHOWN ON THESE PLANS.
7. THE CONTRACTOR SHALL CALL BLUE STAKE PRIOR TO CONSTRUCTION AND VERIFY THE PRESENCE OF UTILITIES

AND SHALL PROTECT ANY OVERHEAD OR UNDERGROUND UTILITIES DURING CONSTRUCTION, WHETHER OR NOT
SAID UTILITIES ARE SHOWN ON THESE PLANS.  THE CONTRACTOR SHALL MAKE EXPLORATORY EXCAVATIONS TO
LOCATE UNDERGROUND UTILITIES AND/OR STRUCTURES IF NECESSARY TO VERIFY UNDERGROUND UTILITIES. 

WHERE EXISTING UNDERGROUND UTILITIES ARE EXPOSED, CONTRACTOR SHALL NOTIFY THE APPROPRIATE UTILITY
COMPANY FOR INSPECTION PRIOR TO BACKFILLING.

8. THE CONTRACTOR SHALL VERIFY THE LOCATION AND ELEVATION OF ALL POINTS OF CONNECTION PRIOR TO
DIGGING BEYOND THE POINT OF CONNECTION.

9. CONSTRUCTION OF THE SEWER LINE SHALL COMMENCE AT THE FURTHEST DOWNSTREAM POINT OF CONNECTION
AND SHALL PROGRESS UPSTREAM FROM THAT POINT.

10. ALL HANDICAP ACCESS RAMPS, PARKING STALLS, AND DELINEATED WALKWAYS SHALL BE CONSTRUCTED AND
MARKED IN ACCORDANCE WITH CURRENT FEDERAL AND/OR LOCAL A.D.A. STANDARDS AND REQUIREMENTS. THE
CONTRACTOR SHALL COORDINATE WITH THE LOCAL AUTHORITIES PRIOR TO CONSTRUCTING AND/OR STRIPING

TO CONFIRM CURRENT REQUIREMENTS.
11. ALL SLOPES HIGHER THAN ONE (1) FOOT AND STEEPER THAN 20:1, UNLESS LINED WITH TURF, SHALL BE COMPACTED

AND TESTED PER MAG SPECIFICATION 215.  RE-COMPACTION IS RECOMMENDED PER MAG SPECIFICATION 215 AFTER
INSTALLATION OF IRRIGATION LINES, AND STABILIZATION OF DECOMPOSED GRANITE IS ALSO RECOMMENDED.

12. THE CONTRACTOR SHALL COMPLY WITH ALL PROVISIONS SPECIFIED IN THE GEOTECHNICAL INVESTIGATION. NO
PONDING DEEPER THAN 0.05' IS PERMITTED WITHIN 10' OF ANY BUILDING.

13. THE CLIENT AND CONTRACTOR ASSUME ALL RESPONSIBILITY AND COSTS INCURRED IF THEY ELECT TO LANDSCAPE
RETENTION BASINS BEFORE THE REQUIRED RETENTION VOLUMES HAVE BEEN CERTIFIED BY THE ENGINEER.

14. THE CONTRACTOR SHALL OBTAIN PERMISSION FROM THE OWNER'S ENGINEER-OF-RECORD PRIOR TO BACKFILLING

ANY WET OR DRY UTILITY MAIN OR SERVICE LINES TO ENSURE ALL INSPECTIONS AND TESTING HAS BEEN
COMPLETED.  NO UTILITY LINES SHALL BE BACKFILLED UNTIL AS-BUILT HORIZONTAL AND VERTICAL LOCATIONS
HAVE BEEN OBTAINED.  ANY ADDITIONAL COST REQUIRED

15. THE CONTRACTOR SHALL REGISTER ALL DRYWELLS WITH THE ARIZONA DEPARTMENT OF ENVIRONMENTAL
QUALITY AT THE CONCLUSION OF INSTALLATION AND TESTING.  DRYWELL REGISTRATION NUMBERS SHALL BE

PROVIDED TO THE OWNER AND ENGINEER OR RECORD.
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© 2015 this (hard copy or electronic) drawing is an instrument of service and the property of
the Orcutt|Winslow Partnership and shall remain their property. The design professional shall
not be responsible for any alterations, modifications or additions made to this drawing by any
party other than the design professional. Use of this drawing shall be limited to the original site
for which it was prepared and publication thereof is expressly limited to such use, re-use or
reproduction. Unless otherwise agreed in writing, design professional reserves all copyright or
other proprietary interest in this drawing, and it may not be re-used for any other purpose
without the design professional’s written consent. Publication by any method in whole or part is
prohibited without the written permission of the design professional. Any information obtained
or conclusions derived from this drawing shall be at the user’s sole risk.

Dennis J. J Roehler
9288 E. San Salvador Dr.
Scottsdale, Arizona
85258

480.484.8503 t
480.415.8564 m
droehler@susd.org

2929 n central ave
eleventh floor
phoenix az  85012
bala.s@owp.com

602.257.1764 t
602.257.9029 f

www.owp.com
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Call at least two full working days

before you begin excavation.

Dial 8-1-1 or 1-800-STAKE-IT (782-5348)

In Maricopa County: (602)263-1100
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ENGINEERING GENERAL NOTES

                     LEGEND                   

PROPOSED WATER/FIRE LINE

PROPOSED TAPPING SLEEVE & VALVE

PROPOSED FIRE HYDRANT

PAVEMENT SLOPE

GRADE BREAK

GRADE CHANGE

PROPOSED SEWER LINE

PROPOSED SEWER CLEANOUT

PROPOSED CONTOUR

EXISTING CONTOUR

PROPOSED SIDEWALK/PAVEMENT ELEVATION

PROPOSED TOP OF CURB ELEVATION

SW/P

TC

PROPOSED GUTTER ELEVATIONG

PROPOSED SIDEWALK ELEVATIONSW

                                 CURB RAMP DETAILS                                          

N.T.S.

CONCRETE CURB, TYPE

AS NOTED ON PLANS

RAMP CURB HEIGHT

MATCHES SIDEWALK

ELEVATION
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NOTE:
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  ADA REQUIREMENTS.
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                                 MODIFIED MAG 537 DETAIL                                   

N.T.S.
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3/8" TO 1-1/2"
WASHED LEACH ROCK

EARTH BOTTOM

PIPE SLOPE AND
ELEVATION PER PLAN

MAG 537 CATCH BASIN AND GRATE
WITH NO BOTTOM


